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Preface

Copyright

Copyright 2018

CHCNAV | Shanghai Huace Navigation Technology Ltd. All rights reserved. The CHCNAV and
CHC Navigation are trademark of Shanghai Huace Navigation Technology Limited. All other

trademarks are the property of their respective owners.
Trademarks

All product and brand names mentioned in this publication are trademarks of their

respective holders.

Safety Warnings

The Global Navigation Satellite System (GNSS) comprises several distinct satellite
constellations, each of which is under the jurisdiction of a specific government entity. These
entities bear the sole responsibility for ensuring the accuracy of their respective systems and
for maintaining the integrity of their satellite networks.

Do not rely solely on the device for critical navigation decisions. The GNSS signals may be
affected by atmospheric conditions, satellite availability, signal blockage, etc.

Be aware of the limitations of GNSS accuracy. It provides positioning information with a
certain level of accuracy, but errors (including manual error) and deviations can occur.

Avoid prolonged exposure to strong magnetic fields, as they may interfere with the
operation of the device and affect its accuracy.

Do not dismantle or modify the device. Any unauthorized modification may result in
malfunction or damage, and void the warranty.

Follow all instructions provided in the user manual for proper handling, charging, and

maintenance.

| 2022-3 Page |5
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FCC Interference Statement

This equipment has been designed to comply with the limits for a Class B digital device,
pursuant to part 15 of the FCC Rules in the Portable Mode. These limits are designed to

provide reasonable protection against harmful interference in a residential installation.

Operation is subject to the following two conditions: (1) this device may not cause harmful
interference and (2) this device must accept any interference received, including interference

that may cause undesired operation.

CE Interference Statement

This device complies with the essential requirements of the relevant European Union
directives regarding electromagnetic compatibility and radio spectrum usage. This
compliance ensures that the device will not interfere with other devices and will operate as

intended within specified limits. These frequencies can be used in Europe without restriction.

(€ FE

| 2022-3 Page |6
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1 Introduction

The i73+ GNSS receiver removes barriers to portability without sacrificing performance.
Featuring full GNSS technology, it offers best-in-class GNSS signal tracking even in a harsh
environment, enabling GNSS surveying beyond usual constraints. The i73+ GNSS incorporates
the latest innovations such as an inertial module (IMU) providing automatic pole-tilt

compensation in a very compact design.

1.1 Safety Information

1.1.1 Warnings and Cautions

An absence of specific alerts does not mean that there are no safety risks involved.

A Warning or Caution information is intended to minimize the risk of personal injury and/or

damage to the equipment.

A WARNING - A Warning alerts you to a potential misused or wrong setting of the
equipment.

CAUTION - A Caution alerts you to a possible risk of serious injury to your person
and/or damage to the equipment.

1.2 Regulations and Safety

The receivers contain a built-in wireless modem for signal communication through
Bluetooth® wireless technology or through external communication datalink. Regulations
regarding the use of the wireless modem vary greatly from country to country. In some
countries, the unit can be used without obtaining an end-user license. However, in some
countries, the administrative permissions are required. For license information, consult your

local dealer. Bluetooth® operates in license-free bands.

Before operating a i73+ GNSS receiver, determine if authorization or a license to operate the
unit is required in your country. It is the responsibility of the end-user to obtain an operator's

permit or license for the receiver for the location or country of use.

| 2022-3 Page|7
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1.2.1 Use and Care

This receiver is designed to withstand the rough environment that typically occurs in the field.
However, the receiver is high-precision electronic equipment and should be treated with

reasonable care.

CAUTION - Operating or storing the receiver outside the specified temperature range

will cause irreversible damage.

1.3 Technical Support

If you have a problem and cannot find the information you need in this manual or CHCNAV

website (www.chcnav.com), contact your local CHCNAV dealer from which you purchased

the receiver(s).

If you need to contact CHCNAV technical support, please contact us by email

(support@chcnav.com) or Skype (chc_support).

1.4 Disclaimer

Before using the receiver, please make sure that you have read and understood this User
Guide, as well as the safety information. CHCNAV holds no responsibility for the wrong
operation by users and for the losses incurred by the wrong understanding about this User
Guide. However, CHCNAV reserves the rights to update and optimize the contents in this

guide regularly. Please contact your local CHCNAYV dealer for new information.

1.5 Your Comments

Your feedback about this user guide will help us to improve it in future revision. Please email

your comments to support@chcnav.com.

| 2022-3 Page |8
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Getting Started with i73+

2 Getting Started with i73+

2.1 About the Receiver

The new CHCNAYV i73+ GNSS receiver offers integrated IMU-RTK technology to provide a
robust and accurate GNSS positioning in any circumstances. Unlike the standard MEMS
based GNSS receivers, the i73+ GNSS IMU-RTK combines state-of-the-art GNSS RTK engine,
calibration-free professional IMU sensor and advanced GNSS tracking capabilities. Survey
projects are achieved with high productivity and reliability pushing the boundaries of

conventional GNSS RTK survey.

The receiver can be used as the part of an RTK GNSS system with CHCNAV LandStar7
software. Moreover, user can download the GNSS data that recorded in the internal memory

of receiver to a computer.

To configure the receiver for performing a wide variety of functions, you can use the web

interface by connecting the receiver with PC or smartphone through Wi-Fi.

2.2 Parts of the Receiver

The operating controls are all located on the front panel. Serial ports and connectors are

located on the bottom of the unit.

2.2.1 Front Panel

The following figure shows a front view of the receiver.

CHCNAV

Front panel

CHCNAV i73+ GNSS USER GUIDE | 2022-3 Page|9
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The front panel contains four indicator LEDs and two buttons.

Getting Started with i73+

Satellite LED Correction LED

Function button Power button

Correction LED (Green) e Indicates whether the receiver is
transmitting/receiving differential data.

e The green LED flashes once per second when
As a Base station: successfully transmitting
differential data.

As a Rover station: successfully receiving
differential data from Base station.

Satellite LED (Blue) e Shows the number of satellites that the receiver
has tracked.

e When the receiver is searching satellites, the blue
LED flashes once every 5 seconds.

e When the receiver has tracked N satellites, the blue
LED will flash N times every 5 seconds.

Function button (Yellow) e Press and hold this button for 10 seconds to turn on
or turn off the static mode.

e Flash means staticis on.

Power button (Red) e Works as a Power button:

e Press and hold this button for 3 seconds to turn on
or turn off the receiver.

e Hold Fn button and press this button for 5 times
continuously to reset the mainboard.

CHCNAYV i73+ GNSS USER GUIDE | 2022-3 Page |10
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2.2.2 Receiver Ports

The receiver ports contain one TNC radio antenna connector, one communication and power

ports, one 5/8-11 threaded insert, and one nameplate.

TNC radio

antenna connector

USB communication

and power in port

stz 0 -5
ssgiare +EL

S TR

5/8-11 threaded

insert

USB Type-C e This portis a USB Type-C connector that

port supports USB communications.

e Users can use USB Type-C Cable supplied with
the system to download the logged data to a

computer.
Radio antenna e Connect a radio antenna to internal radio of
connector the receiver. And this connector is not used if

you are using an external radio.

CHCNAYV i73+ GNSS USER GUIDE | 2022-3 Page |11
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2.3 Batteries and Power

2.3.1 Built-in batteries

The receiver has two built-in 6800 mAh rechargeable Lithium-ion batteries.

2.3.2 Charging the Battery

The rechargeable Lithium-ion battery is supplied partially charged. Charge the battery
completely before using it for the first time. Charge via USB Type-C port.

WARNING - Charge and use the rechargeable Lithium-ion battery only in strict
accordance with the instructions. Charging or using the battery in unauthorized
equipment can cause an explosion or fire and can result in personal injury and/or

equipment damage.
To prevent injury or damage:

Do not charge or use the battery if it appears to be damaged or leaking.

Charge the Lithium-ion battery only in a CHCNAV product that is specified to charge it. Be
sure to follow all instructions that are provided with the battery charger.

Discontinue charging a battery that gives off extreme heat or a burning odor.

Use the battery only in CHCNAV equipment that is specified to use it.

Use the battery only for its intended use and according to the instructions in the product

documentation.

2.3.3 Battery Safe

A WARNING — Do not damage the rechargeable Lithium-ion battery. A damaged battery

can cause an explosion or fire and can result in personal injury and/or property

damage.
To prevent injury or damage:

Do not expose the battery to fire, high temperature, or direct sunlight.
Do notimmerse the battery in water.

Do not drop or puncture the battery.

| 2022-3 Page |12
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Getting Started with i73+

2.3.4 External Power Supply

Provide the external power to the receiver by the USB Type-C Cable + Power Adapter.

The Power Adapter is connecting with AC power of 100-240V, the output port of the Power
Adapter connects with the USB Type-C Cable.

CHCNAV i73+ GNSS USER GUIDE | 2022-3 Page |13
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2.4 Product Basic Supply Accessories

2.4.1 Rover Kit Basic Supply

173+ GNSS Receiver

UHF Bar Antenna (410-470 MHz) —n

USB Type-C Cable

2M Range Pole w/bag

Auxiliary H.I. Tool t’

Power Adapter.

Transport Hard Case

CHCNAYV i73+ GNSS USER GUIDE | 2022-3 Page |14
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2.4.2 Base Kit Basic Supply

i73+ GNSS Receiver

UHF Bar Antenna (410-470 MHz)

USB Type-C Cable

Tribrach adaptor

Extension Pole(30cm)

Auxiliary H.I. Tool

H.l. Tape

Tribrach

Power Adapter.

Datalink Power Cable (5-pin)

CHCNAYV i73+ GNSS USER GUIDE | 2022-3 Page |15
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Transport Hard Case

CHCNAYV i73+ GNSS USER GUIDE | 2022-3 Page |16
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Getting Started with i73+

2.5 Connecting to an Office Computer
The receiver can be connected to an office computer via a HCE320 USB Type-C. Before you
connect to the office computer, ensure that the receiver is powered on.

The following figure shows how to connect to the computer for serial data transfer or

settings:

USB Type-C

2.6 Connecting to a Controller

2.6.1 Connecting via Wi-Fi with LandStar 7 Software

Turn on the controller = run LandStar 7 = go to Config main menu - tap Connect.

In the Connect screen, select CHC for the Manufacture field, i73+ for Device Type field, WIFI

for Connection Type field.

CHCNAV i73+ GNSS USER GUIDE | 2022-3 Page |17
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&« Device connection (@

TS Peripheral

Bluetooth:GNSS-99997

Last device 54

Manufacturer CHC

A
Device type i73+
yp 4
Connection Wi-Fi
type A
Hot spot GNSS-3461666
Antennatype CHCI90 T

Auto connect

Receiver disconnected.

&2 Disconnect & Connect

Tap the Wireless Lan icon on the right side to select the hot spot - Switch on the WiFi
modaule by the top switch - select the target device in the list.

11:41 AM @ T bl ol €

<« WLAN

WLAN

= GNSS-3269707

= HC-Guest
b Saved

",:—"_- DIRECT-TCDESKTOP-60IE3P...
=, HC-office

=a hubia Z11 mini

—=a GNSS5-3000215

=a beyond-huang

—a GNSS-9999946

=a GNSS5-3999001

=a H920-3257185

“=a GNSS-3000210

=z LORA_ceshi

CHCNAV i73+ GNSS USER GUIDE | 2022-3 Page |18
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Tap Connect to link to the hot spot. If the first-time connection to this hot spot, user do not

need to type in password

Tap the Connect button to build the connection.

236 o @ A 40 9:12 AM # &

& Device connection

T8 Peripheral

Bluetooth:GNSS-99997

Last device 54

Manufacturer CHC

A
Device type i73+

A
Connection WilFi Prompt
type 4

= Connected successfull

Hot spot GNSS-3461666 =
Antenna type  CHCI90 T 100/100

Auto connect

i =

Receiver disconnected.

& Disconnect 59 Connect

CHCNAV i73+ GNSS USER GUIDE | 2022-3 Page |19
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Getting Started with i73+

2.6.2 Connecting via Bluetooth with LandStar 7 Software

Turn on the controller - run LandStar 7 - go to Config main menu - tap Connect.

In the Connect screen, select CHC for the Manufacture field, i73+ for Device Type field,

Bluetooth for Connection Type field.

&« Device connection ®@
TS Peripheral
Current device Wi-Fi:GNSS-3461666

Manufacturer CHC

A
Device type i73+
yp 4
Connection Bluetooth
type 4
Bluetooth GNSS-3461666 3
Antenna type CHCI90 T

Auto connect

Connected to receiver.

& Disconnect 59 Connect

Tap the Bluetooth Manager and turn on the Bluetooth function to search Bluetooth device
around - select the target device in the list - Tap back button - select the target device in

the Bluetooth manager list.

CHCNAV i73+ GNSS USER GUIDE | 2022-3 Page |20
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9:13 AM & & T il i €

9:13 AM ©

€« Bluetooth

Paired Devices

GNSS-3269707 >
GNSS-3204669 >
Paired Bluetooth Device
GNSS-1020780 >
GNSS-3279548
GNSS-1045014 > F8:33:31:CB:91:6F
GNSS-1021799
GNSS-1021799 > 5C:31:3E:DC:C5:89
GNSS-3269707
GNSS-3279548 > B4:BC:7C:2E:89:45

GNSS-1045014
84:DD:20:07:59:95

Available Devices

INEFN GNSS-3204669

50:72:24:43:16:1B

DESKTOP-60IE3PT
GNSS-1020780
6C:EC:EB:OE:BF:F5

DESKTOP-HP7RSJP

Bluetooth Manager
DESKTOP-GSBM70J

891758263IRedmi 9A

GNSS-9999946

Tap the Connect button to build the connection.

9:14 AM ©

TS Peripheral

Current device Wi-Fi:GNSS-3461666

Manufacturer CHC

V|

Device type i73+

yp %
Connection Bluetooth Prompt
type A

Connected successful!

Bluetooth GNSS-3461666 <
Antennatype CHCI90 T dhethl)

Auto connect

Connected to receiver.

> Disconnect & Connect

CHCNAV i73+ GNSS USER GUIDE | 2022-3 Page|21
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2.7 Downloading Logged Data

Data logging involves the collection of GNSS measurement data over a period at a static
point or points, and subsequent post-processing of the information to accurately compute
baseline information. Data logging using receivers requires access to suitable GNSS post-

processing software such as the CHCNAV Geomatics Office (CGO) Software.

2.7.1 FTP Download

The procedures of downloading logged data through FTP are as follows:

(1) Switch on the receiver, search its Wi-Fi in the computer and connect.
(2) After the successful connection, open the file manager in the computer and input
“ftp://192.168.1.1” in the address box.

¥ | [« = | 192.168.1.1

=la —

“ Home Share View

\E « 4 ¥ Thelntemnet »|192.168.1.1 5

(3) Input user name and password, the default user name and password are “ftp”.

%@ Either the server does not allow anonymous logins or the e-mail address was not accepte|

FTP server: 192.168.1.1

User name: |ftp v ‘

Password: |ou ‘

After you log on, you can add this server to your Favorites and return to it easily.

& FTP does not encrypt or encode passwords or data before sending them to the
server. To protect the security of your passwords and data, use WebDAV instead.

[ILog on anonymously [ ] save password

Log On Cancel

(4) Double click the folder “repo_receiver SN” (take 3225804 as example), you will see 9
folders. The “push_log” folder is used to save the log files, and the other 8 folders represent

different logging sessions and are used for store static data.

| 2022-3 Page |22
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push_log

record_1

192,168.1.1 record_2

record 3
repo_3225804 record_4

record 5

record_6
record_7

record_8

(5) Double click the folder that you have configured to store the static data, you will see the
folder(s) created by the i73+ system automatically and named by the date which is decide by

GPS time when you start to log data.

2020081/

(6) Select the destination folder and double click it, two folders named as different data

format (hcn and rinex) will be displayed.

hecn rinex

(7) Select the data format that you configured to save the static data, you will find the static

raw data.

[8=]3225804227C. HCM

Notes: For hcn files, the name of the file is represented as XXXXXXDDDNN, where XXXXXX is

the SN of the receiver, DDD is day of year, and NN is the recording session.

A\RNING — The static data will be saved in the first logging session, the “record_1" folder,
by default. Old files will be deleted if the storage space is full. If you configure not to auto

delete old files when the memory is low, the receiver will stop data logging.

| 2022-3 Page |23
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2.7.2 Web Server Download

The procedures of downloading logged data through web server refer to 5.4.4 Data

Download Submenu.

2.7.3 USB Download

The procedures of downloading logged data in the receiver are as follows:
(1) Switch on the receiver and connect it with a computer by HCE320 Type-C. After the
successful connection, a removable disk named as the Serial Number (SN) of the receiver

will appear on the computer.

3225804 (G:)

Ty 28.1 GB free of 28.1 GB

(2) Double click the removable disk and you will see the folder named as “repo”.

repo_3225804

(3) Double click this folder, you will see 9 folders. The “push_log” folder is used to save the

log files, and the other 8 folders represent different logging session and are used for store

static data. push_log

record_1
record_2
record 3
record 4
record 5
record_6
record_7

record_8

(4) Double click the folder that you have configured to store the static data, you will see the
folder(s) created by the i73+ system automatically and named by the date which is decide by
GPS time when you start to log data.

20200817

| 2022-3 Page |24
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(5) Select the destination folder and double click it, and then two folders named as different

data format (hcn and rinex) will be displayed.

hen rinex

(6) Select the data format that you have configured to save the static data, you will find the

static raw data.

[8=]3225804227C. HCM

Tip — For hcen files, the name of the file is represented as XXXXXXDDDNN, where XXXXXX is

the SN of the receiver, DDD is day of year, and NN is the recording session.

ARNING — The static data will be saved in the first logging session, the “record_1" folder,
by default. Old files will be deleted if the storage space is full. If you configure not to auto

delete old files when the memory is low, the receiver will stop data logging.

| 2022-3 Page |25
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3 Equipment Setup and Operation

3.1 Post-processing Base Station Setup

For good performance, the following base station setup guidelines are recommended:

Components:

a i73+ GNSS receiver
b Extension pole (30 cm)
Cc Tribrach adaptor

d Tribrach w/ Opti

e Aluminum tripod

CHCNAYV i73+ GNSS USER GUIDE | 2022-3 Page |26



CHCNAV

Equipment Setup and Operation

Steps:

(1) Puttripod in the target position, center and level it roughly.

(2) Place and lock the tribrach in the tripod.

(3) Screw the receiver onto the tribrach.

(4) Center and level the receiver more precisely.

(5) Connectthe receiver to external battery by using USB Type-C cable if necessary.
(6) Turnon the receiver by pressing the power button for 3 s.

(7) Measure the antenna height by using H.l. tape and auxiliary H.1. tool.

(8) Pressthe function button to select Data to start recording static raw.

If work with a data controller:

(9) Switch on the data controller and connect it to the receiver.

(10) Use software to configure the receiver as static mode.

| 2022-3 Page |27
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3.2 Real-Time Rover Station Setup

For good performance, the following rover station setup guidelines are recommended:

Components

a i73+ GNSS receiver
b UHF whip antenna
c 2M range pole w/bag

Steps:

(1) Connect the UHF whip antenna to the receiver.
(2) Screw the receiver onto the pole.

(3) Turnon the receiver by pressing the power button for 3 s.

(5) Use software to configure the receiver as rover mode.

)
)
)
(4) Switch on the data controller and connect it to the receiver.
)
(6) Center and level the receiver more precisely.

)

(7) Use software to start survey.
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3.3 Working with the Tilt Compensation

3.3.1 Operation Steps

(1) Open Landstar7->Tap PT Survey->Tap #  to activate tilt measurement.

<4 e} 3 Ho0013
é- ? Internalr.. 37/42 V:0.019
Antenna height Point name
1.3500M 1
Desc Code

Local N/E/Elev

Local N 3457299.9263M
Local E 908993.0703M
Elev 38.3267M

Differ age(10s) 2.000s
PDOP(4.000)  0.943
Base distance 1.6927M

P

By
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(2) Shake around according to the procedures in the interface to do initialization.

Tilt measurement initialization Tilt measurement initialization

Hold the pole vertically. @

Rock forward 30°, then
back to vertical, hold @
for 2-seconds. Repeat if  Fix
necessary.

9.

(3) Thisicon K will appear when the initialization is successful.

Antenna height Point name
1.3500M 1
Desc Code

Local N/E/Elev

Local N 3457300.3965M
Local E 908997.0366M
Elev 37.2988M

Differ age(10s) 3.000s
PDOP(4.000) 0.825
Base distance 0.8810M

Tilt 017:07:39.1505
Direction of tilt 139:13:34.5210

(4) Enter the Name and Antenna, then tap 1 point will be collected and store to
Points automatically.
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(5) When this icon &  appears, the text will show “Tilt is not available, please

measure in alignment” at the bottom of interface.

H:0.011

V:0.016
Antenna height Point name
2.0000M 1
Desc Code

*Tilt measurement is not available, reinitialize IMU.

Local N/E/Elev

Local N 3457301.5057M
Local E 908992.4738M
Elev 37.6018M

Differ age(10s) 10.000s
PDOP(4.000)  0.832
Base distance 0.0052M

Tilt 000:27:03.8117
Direction of tilt 023:33:04.0928

B,

cap)

“
1l
o4

(6) Tap ‘( to close tilt compensation.
3.3.2 Notes of using tilt measurement

1. At the beginning of initialization, the pole height of the instrument should be the same as

that antenna height in the software.

2. In the process of tilt measurement, if the controller shows that “Tilt is not available, please
measure in alignment” (red), please shake RTK slightly from left to right or back to front until

the reminder disappears.

3. The controller will prompt “Tilt is not available, please measure in alignment” when the

receiver is stationary over 30 seconds or the pole hit the ground toughly.

4. The pole cannot be shaken when point is collected.
5. The receiver cannot be moved in a circle in one direction for more than 360
degrees. if the receiver has been rotated 360 degrees, it must be rotated in the

opposite direction to recover again.
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6. Initialization is required:
= when the RTK is turned on every time;
= when IMU module is turned on every time;
= when receiver drops at working;
= when the pole s tilted more than 65 degree;
= when the receiver is stationary more than 10 minutes;
= when the RTK rotates too fast on the matching pole (2 rounds per second);

= when the pole hit the ground toughly.
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4 Configuring Through a Web Browser

Supported browsers:

e Google Chrome

e Microsoft Internet Explorer”* version 10, or higher

To connect to the receiver through a web browser:

1.  Turnon the Wi-Fi of the receiver.

2. Search the wireless network named as GNSS-XXXXXXX (the SN of your receiver) on your
computer, and then establish the connection.

3. After the successful connection between your computer and the receiver, enter the IP
address (192.168.1.1) of the receiver into the address bar of the web browser on your

computer:

& = C D 192.168.1.1/pc/login.html

4. The web browser prompts you to enter a login account and password:

1HaI01000 DIIDO1I0100110

Login Account

Password

[Jremember me
Login

Please Use Chrome, IE10+ or Safari

The default login account for the receiver is:

» Login Account: admin

» Password: password

Note — Tick remember me option, and then the browser will remember the Login Account

and Password you entered.
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5. Onceyou login, the web page appears as follows:

Configuring Through a Web Browser

POOP: 1 305003
HOOP: 0618164
VDOP: 1,743
ype: Sing TOOP: 044655
Satellite Used: 30Tatal Satellites Tracked: 41Total

GRS(T) 48916212637 GPS(T) 48316212637
nu
79.10.1112,15.24 25,314 39 40,43 44 5350
§ 131818212730

GLONASS(S) 1213222324
BOS(S) BT 1216253440

GALILEO(E) 131519212730
SBA5(0) SBAS0):
czss() 19419619 0ZSS{I) 119615

GPS Wesk, 2203
GPS Saconds 185524

3 Sabelites

4 Receiver Configuration
[ Do Aoy

& s

I el Settimg

This web page shows the configuration menus on the left of the browser window, and the
setting on the right. Each configuration menu contains the related Submenus to configure

the receiver and monitor receiver performance.
This chapter describes each configuration menu.

To view the web page in another language, select the corresponding language name from

the dropdown list on the upper right corner of the web page.

Currently, four languages are available:

L

Englizh

Pycormi

Espafiol

5.1 Status Menu

This menu provides a quick link to review the receiver's position information, satellites

tracked, runtime, current data log status, current outputs, available memory, and more.
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5.1.1 Position Submenu

This page shows the relevant position information about the receiver's position solution

which including the position, DOP values, satellites used and tracked, and the receiver clock

information.
Position x
o
Latitude:  3179'57.34872476"(North) PDOP: 1328485
Longitude: 121°17'16.92238566" (East) HDOP: 0641613
Height. 38.955 VDOP. 1.163274
Type: single TDOP: 0.877797
Satellite Used: 28Total 5 Satellites Tracked: 39Total
GPS(7) 2,56,13,15,29,30 GPS(8) 2.567.13,15,29,30
GLONASS(5): 1.2.17.23.24 GLONASS(5): 1.2,17.23.24
BDS(11): 1.3,6,8.13,19,29.35.38.39,59 BDS(21). 1.2.3.4,5,6.8.9.10,13,16,19,20,22,29,30,35,38.39,59.60
GALILEO(5): 7.13,19,26,33 GALILEO(S): 7.13.19,26,33
$BAS(0) SBAS(0)
GPS Week. 2118
GPS Seconds: 283368

5.1.2 Activity Submenu

Lists several important items to help you understand how the receiver is being used and its

current operating condition. Items include the identities of currently tracked satellites,

internal and external storage usage rate, how long the receiver has been operational, state of

the internal battery, power source state. With this information, it is easy to tell exactly what

functions the receiver is performing:

Actity
S Sawellites Track: 43Total g Activity Status
I GPS(B) 478816212627 Current Time:  2022-03-29 034153 (UTC)
GLONASS(S) 1213222324 Operation Duration”  00-00-00 01:10:49

BOS(1) 1.234675.10.11.12.16.23.24.25,34.39.40.43.44.59.60 Internal Storage: 1.63% TOMBIETAIME
GALILEO(S) 131518212730

SBAS(0)

CZSS(3) 194195196

Extarmal Storage 0% Disconnected
Extemal Power  Disconnacted
Baitory %

5.1.3 Google Map Submenu

Tap this submenu to show the location of the receiver on Google map.
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+ IEIREEDY

Imagery ©2014 CNES / Astrium, DigitaiGlobe | SRR

5.2 Satellites Menu

Use the Satellites menu to view satellite tracking details and enable/disable GPS, GLONASS,
BDS and Galileo constellations. These menus include tabular and graphical displays to

provide all required information on satellite tracking status.

o Satellites

k  Tracking Table

b Tracking Info.Table
b  Tracking Skyplot

F  Satellite Activation

5.2.1 Tracking Table Submenu

Provides the status of satellites tracked in general, such as the satellite ID, satellite type,
attitude angle, azimuth angle, L1 SNR, L2 SNR, L5 SNR and enable/disable status of each one.
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GLONASS B80S GALLEC () SBAS azss
Type. Elevation Angle Agimuth Angle L1 SNR L2 SHR 15 SHR BIC SHR B2A SNR Enablod
] & 175 47820 46340 31550 0000 0800 Yes
GPs 59 28 15800 aan 000 0000 0.800 Yes
s a3 « 11510 8% 20510 oo 000 s
" ] n m 2 9350 27310 0000 0800 Yes
21 ] 3 2 4670 0360 0000 0000 0000 er
30 [ a1 m 44390 44070 20210 0.000 0800 ee
13 GLONASS » 135 3650 7mamn 000 0900 LL Y3
1 GLONASS L] 1 50560 718 ano0 0000 om0 Y5
15 GLONASS ar 30 45880 5% .00 0000 0800 Yes
1" CLONASS 51 23 4540 ®120 00 0000 800 Yes
2 GLONASS 61 6 50850 0130 0000 0000 0000 Yes
1 B80S 5 "W a8 40060 /010 0000 0800 Yes
2 B80S N E=N 38870 39630 0630 900 oo Ne
3 8Os 50 198 44310 600 ®/210 0000 0m0 s
4 BDS ] 122 300 38050 NI 0.000 0.000 No
6 BDS 2 205 %690 36470 440 0.000 0800 No
T B80S % n 45030 3903 %290 0000 [ Yes
3 (] a 8 38230 39409 3180 0900 om0 No

5.2.2 Tracking Info. Table Submenu

The following figure is an example of satellite track diagram page. Users can determine the
satellite types and the corresponding SNR of L-band carriers to be displayed in any

combination.

Tracking Info.Table *

satellite Type
@8 cPs(G) @B GLONASS(R) @8 5DS(C) @B GALILEO(E) @8 azss()) 8 sBAS(S)

SNR:

U SN S8 EEEiC @A

Gl G7 GB G4 G21 G20 RI3 R14 RI5 RI7 R24 C1 C2 C3 €4 ©6 C7 CB CO CI0O CI1 Cl6 €23 C25 C28 C34 C38 C40 C43 €50 C60 E1 ' E13 EIS E21 E26 E27 J194 1195 1196
66" 59° 42° 21° 66° &7 35 79° 2Z° 52° 61° 45 3& 50" 3>* 2% 66° Zi° 31° 557 49° 20° 720 4% 38 28° 38° 607 720 4 33 250 74 21° 698 45 44° 67 74 227

5.2.3 Tracking Skyplot Submenu

The following figure is an example of Skyplot page.
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‘ Tracking Skyplot =
2020-08-12 08:48:00 (UTC)

@ G
GLOMASS

@ BDS o

I‘ @ GALILEC
| @ sBAS

[«

5.2.4 Satellite Activation Submenu

Use this menu to enable or disable satellites.

Satellite Activation

| GPS || GLONASS || BDS || GALILEO || QZSS || SBAS

Satellite 1d Enable Satellite Id Enable
1 2
3 4
5 6
T 8
g 10
" 12
13 14
15 16
17 18
19 20
21 22

23 24
25 26
27 28
29 30
il 32
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5.3 Receiver Configuration Menu

Use this menu to configure settings such as the antenna type and height, elevation mask and
PDOP setting, the reference station coordinates, receiver resetting and web interface

language:

Receiver Configuration
» Description
¥ Antenna Configuration
» Reference Station Settings
» Receiver Reset
»  Language
b User Management
»  USB Function Switch
»  HCPPP Settings

b 1PPES Seftings

5.3.1 Description

This submenu shows the receiver information and reference station information, including
antenna related information, elevation mask angle, reference station work mode and

position, etc.

Description

N )8 Reference Station Info

Antenna Type: CHCIT3+ Reference Station Mode: Auto Rover
Antenna SN: 3461666 Reference Latitude: 0°0'0.00000000°(South)
Measure Way: Antenna Phase Center Reference Longitude: 070'0.00000000"(West)
Antenna Height:  2.0000(Meter) Reference Height: 0.0000

Elevation Mask. 20
PDOP Mask: 6

5.3.2 Antenna Configuration Submenu

Use this screen to configure all the items related to the GNSS antenna. You must enter the

correct values for all antenna-related fields, because the choices you make affect the
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accuracy for logged data and broadcast correction data significantly:

= Antenna Configuration .

Measure Way: |Antenna Phase Center

Configuring Through a Web Browser

Antenna manufacturar. | CHCMNav

Antenna Type. |CHCI73+

Antenna SN | 3461666

Antenna Height: | 2.0000 (Meter)

Elevation Mask: |20

PDOP Mask: |6

5.3.3 Reference Station Settings Submenu

Use this screen to configure settings such as the station coordinates and the broadcast
station identifiers. You must enter accurate information in these fields, as this data affects

the accuracy of logged data files and broadcast correction data significantly:
For Reference Station Mode:

There are three modes available:

a) Auto Rover: The receiver will serve as a rover after this mode is enabled, and then

receive correction data through the working mode set last time.

CHCNAV i73+ GNSS USER GUIDE | 2022-3 Page |40



CHCNAV

Configuring Through a Web Browser

| Reference Station Settings x

Reference Station Mode:  |Auto Rover w |

& Sample for Average

Sampling Amount: 300 | 0%

 sor

Paositioning Constraint: @ Single Solution Coordinates O Fixed Solution Coordinates

5.3.4 Receiver Reset Submenu

Use this screen to completely or partially reset the receiver:

i Receiver Reset » |

Reboot Receiver
Return to Factory Defaults
Clear Satellite Data

Turn Off Receiver

5.3.5 Languages Submenu

Use this screen to select the web interface language:

| Language =

ol < Confirm
) Confirm

& Confirm

il & Confirm

] L

E IEnglish

g comm

3

| Nederland
English

: Pyccrmi

| Tirkce

! Espafiol
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5.3.6 User Management Submenu

User Management x

User Management

2 Add @ sSave [ Delete | B Modify Anti-theft password

ID User Name Password

1 [admin \ [esvesses |
2 . [admin1 | [eonnss |
3 [admin2 \ [eonans |

5.3.7 USB Function Switch

Use this screen to set i73+ work as APIS base.

& Status ] USE Function Switch = [

W Satellites USB Function Switch:| (@ USB personal area network | Multimedia storage

/& Recelver Configuration
¥ D Descriptian
¥ Antenna Configuration
¥ Reference Station Settings
b Recejver Reset

» Llanguage

b User Management

b HCPPP Settings i

1. Connect i73+ to PC by USB cable, it will shown in device manager as unknown device:
RNDIS
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E Computer Management

ile  Action View Help

rep | 2@ B HE B EXE

i Computer Management (Local)
[} System Tools

& Disk Management
;:g, Services and Applications

o}

Carlos

» ¥ Audio inputs and outputs

> @ Task Scheduler » 3 Batteries
» @ Event Viewer » @ Bluetooth
» @i Shared Folders » ® Cameras
» &% Local Users and Groups > B computer
> @ Performance » wm Disk drives
# Device Manager » I Display adapters
5 storage » B rFirmware

{# Human Interface Devices

> *@ IDE ATA/ATAPI controllers

3 Intel(R) Dynamic Platform and Thermal Framework

» Keyboards
> . Mice and other pointing devices

I Monitors
& Network adapters

~ R? Other devices

>

B4 RNDIS
B Portable Devices

» @ Ports (COM &LPT)

A Print queues

D Processors

Y Security devices

¥ software components

» B Software devices

H’ Sound, video and game controllers

» S Storage controllers

= System devices
i Universal Serial Bus controllers

2. Install the driver fori73+ RNDIS

a) Right click RNDIS, and select update driver, and choose Browse my computer for

driver software.

B Update Drivers - RNDIS

How do you want to search for drivers?

- Search automatically for updated driver software

Windows will search your computer and the Internet for the latest driver software for
your device, unless you've disabled this feature in your device installation settings.

- Browse my computer for driver software

Locate and install driver software manually.
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b) SelectLet me pick from a list of available drivers on my computer, and click next

Configuring Through a Web Browser

« [ Update Drivers - RNDIS

Browse for drivers on your computer

Search for drivers in this location:

E320ERNQFIL tools\QFIL tools\Qualcomm_usb_driver

! Include subfolders

- Let me pick from a list of available drivers on my computer
This list will show available drivers compatible with the device, and all drivers in the same
category as the device

Cance
c) Thenthere will appear a hardware type list. In the list, select Network adapters.
« B Update Drivers - RNDIS

Select your device's type from the list below.

Common hardware types:

[ Monitors "
& Multifunction adapters
ﬁ Multi-port serial adapters
?Network Client

. Network Protocol

T Network Service

u- Non-Plug and Play drivers
G OPOS Legacy Device

[ IPCMCIA adapters

<& Persistent memory disks
& Portable Devices

i Ports (COM & LPT)

d) Then find Microsoft in the Manufacturer list, and select Remote NDIS based

Internet Sharing Device in the model list.
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& W Update Drivers - RNDIS

Select the device driver you want to install for this hardware.

g Select the manufacturer and model of your hardware device and then click Next. If you have a
disk that contains the driver you want to install, click Have Disk.

Manufacturer * || Model
DMicrachin Technology Inc. |jOpenCable Receiver Preproduction Test Device

Microsoft
B Remote NDIS based Internet Sharing Device

—

Microsoft Corporation

Motorola, Inc. v |__;J Remote NDIS Compatible Device
il & |4 Surface Ethernet Adapter v
[=] This driver is digitally signed. Have Disk...

Tell me why driver signing is important

3. ConfiglP fori73+.
a) After installing the driver, there will show another Ethernet connection in Network

connections.

Ethernet

Unidentified network
No Internet

Network
Connected

b) Go to properties, and double click IPV4 to change the IP address.
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U Ethernet Properties X

! Networking ~ Authentication  Sharing

Connect using:
i? Realtek USB FE Family Controller

This connection uses the following items:

THaos HiEEIHHAER N
PN Intemet thasiias 4 (TCP/IPvd)

. Microsoft P8 EEIES 405 S thin

2 Microsoft LLDP thijAREhE e

. Intemet this iz 6 (TCP/IPvE)

. SRR BRI RS R

o PR SRR ARSI 10 iR v

>

" NRRRONE

Install... Uninstall \ Properties
Description
TERIEERIE Intemet i3t o EMH LR BRARI HatiIES
thaxs AT ETERHEE EEkE DRfE -

OK Cancel

flo iR A

c) Change the IP address, Subnet mask and Default gateway as following:

3

| Internet MY AR 4 (TCP/IPv4) Properties X
| |

General

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(C) Obtain an IP address automatically

LN el lel 11t el le) et

(@) Use the following IP address:

IP address: 192 .168 . 253 . 3

Subnet mask: 255.255.255. 0

Default gateway: 192 ., 168 . 253 . 1|
[ Obtain DNS server address automatically

(®) Use the following DNS server addresses:
Preferred DNS server:

Alternate DNS server:

[ validate settings upon exit

1l

[oc ] conce

4.Login into i73+ webpage in Chrome by inputting: 192.168.253.1, keep same as the

default gateway.
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@ 192165253 Upchobimiind X

€ C @ #%%| 192168253 1/pdloginhinitv=4 S

B RHChrome, 10 Safria, VSO(ERE
SR RAEETH

5.Configi73+ to connect Wifi and work as APIS base.
a) Goto Module Setting -> WiFi, change WiFi mode to WiFi Terminal.

CHCNAV &=

& Receiver Configuration |

Power Status:  OFF

& 1o seungs Aus St @)Yer (No

Wt [

[E] Data Recording

= Matwork Setting
9 Module Setting

Bearption

b Bluooth Settings

b Ratia Settings

b) Click Start to searching the wifi and connect.

Power Status: ON

Auto Start: (@) Yes () No

‘Wifi Mode: W‘,Emlm‘i er
GNSS-0012306
GNSS-3266887
2ZD-4G-UFI-E4A8
GNSS-3266886
15185114

Password Connect |

Lionel

GNSS-3000213
GNSS-3219107
GNSS-3264994
GNSS-3268002

c) Go to Receiver Configuration -> Reference Station Settings. Set i73+ as auto

base, and get the base station.
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& Status

& Satellites

% Receiver Configuration

-

Description

Antenna Configuration

Reference Station Settings =

Base Station Name:
Base Station 1D

Reference Latitude:

Reference Stalion Sellings

-

» Language

-

-

Recelver Reset

HCPPP Settings

[El Data Recording

Reference Longitude:

Reference Height

User Management

USB Function Switch

Sample for Average

Positioning Constraint:

Sampling Amount:

Reference Station Mode:

Auto Base

v

: [szs0707

: ‘ 3268707

: ‘31 |‘\9

|'157,45614189 ‘" N 1

3 ‘121 |“17

|"1?.00725040 ‘ E W

: ‘40.9408

0 |

d) Gotol/O settings, in RTK Client, config it.

(@) Single Solution Coordinates
0%

() Fixed Solution Coordinates

> Satellites

1/0 Sattings =

Type Description

Connection St

& Receiver C

[E] pata Recarding

{3 1/0 Settings

+ 1/0 Settings

w

»

o

@

~

RTK Cllent

211.144.120.87 8¢

TCPIUDP_Cllent2/NTRIP $/ 192.168,3 18:9907

TCPIUDP_Client3/NTRIF S 192.168.3.18:9907

TCPIUDP_Client4/NTRIP 5 192.168.3,18:990

TCPILDP_ClientS/NTRIP 51 192,168,3.18:990¢

TCP/UDP_Client/NTRIP S: 192.168.3.18:990¢

Unconnected

Uncannected

Unconnected

Uncannectsd

Unconnected

Uncannectad

e) Connect Connect and config it as APIS base, use local APIS address. Then click

Confirm to set.

f)

CIRTK Client

Connection Protocol:

Server IP:

Port:

Differential Data:

APIS_BASE

211.144.120.97

|9901

RTCM3.2

become green background.

& Satollites

& Receiver Configuration

[E Data Recording

& 1/0 Settings

1/0 Settings =

Type Description

Output

After send correction data to APIS server successfully, the RTK Client option will

| Connection St Modify

. s = B

2 TOPIUDP_ClientsiNTRIP $ 211.944.12087:9¢

3 | TCRIUDP_Client2iNTRIP  182.158.3.18:960°

4 | TCPIUDP_Cllens3/NTRIP S 182.188.3.18.:990:

5 | TGPIUDP_Glient4iNTRIP S 152.188.3.18:090¢

6  TCPILDP_ClenSNTRIP S 182.158.3.18:990¢
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Unconnected
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g) Thensetrover as APIS rover, and it will get fix solution.

H:0014 2
V:0020
RMS: 0.017 Help

5.3.8 HCPPP Settings

Reserved for HCPPP.

5.4 Data Recording Menu

Use the Data Logging menu to set up the receiver to log static GNSS data and to view the
logging settings. You can configure settings such as observable rate, recording rate,
continuous logging limit, and whether to auto delete old files when memory is low. This

menu also provides the controls for the FTP push feature:

Data Recording

» FTP Push Settings
» FTP Push Log

» Data Download

5.4.1 Log Settings Submenu
Here shows the data logging status, including internal and external storage usage and data

logging status of each session. Also, users can configure the data logging settings for each

session, including recording name, store location, storage limit, store formats, start time, etc.
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Log Settings ~
Store Info
Position Tomal sterage Storaga Avallzbie
1 il il Slotays 875012 BETEME
e External Storage OME ons

Aftention: Total zssigned storage size should be less than EGB. 't will stop recording when the storage is full.

Record Info

= ClcarAll

Recorcing Numbs File Name Activated Leog Status Setting Paramster Switeh Clear Date

1 recorat Yes Recording =33 E3 Bl E3 E3

To edit the settings of each session, click the Modify button to the right of the required
session, and then the Recording Edit screen appears:

ORecording Edit [ ]
Auto Record: (1 Yes (e No Antenna Height: [0.0000 |
Sample Interval: |5s “ Measure Way: |Antenna Phase Ce
Elevation Mask: [10 (@] Storage Format: HCN
Duration Time: [1440 (Minute) RINEX Version: |OFF 7
Site Name: 3225604 | i Advaaca |

~ Save ) Back
@

Click advanced to see more settings.
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Site Name: 3225804 Advanced
Start Date: Yes (e No Store Location: Internal Storage
Apply Time: | Yes (@) NoO Assigned Storage: 10000 [(vB)
Integral Point Store: ) Yes (@ No Observer: CHC
Circulating Memory: (@ Yes No Observe Agency: [CHC
Re_peat. %) Vs No # Close
Observations: 1:7tp server 1
Turn en to record & single cbservation Tum off to record repeated obsenvations FTP Push: 2:ﬁp server 2
3:ftp server 3

In this screen, you can configure all the data logging parameters, and determine whether the

recording files will be affected by the FTP Push. The parameters are mainly as follows:

YV VV V V V V VY V V V V

A\

Y

Auto Record: on or off.

Sample Interval: Select the observable rate from the dropdown list.

Elevation Mask: Enter the elevation mask.

Duration Time: Set the duration of data logging.

Site Name: Enter the name of the site.

Antenna Height: the measured height value.

Measure way: Antenna Phase Center, Vertical Height, Slant Height

Storage Format: Select the format of the data store.

RINEX Version: OFF, 3.02,2.11

Start Date: Select Yes or No option to determine whether to auto record start date.
Apply Time: Select Yes or No option to determine whether to auto record apply time.
Integral Point Store: Select Yes or No option to determine whether to allow receiver
to save data every hour.

Circulating Memory: Select Yes or No option to determine whether to auto delete
old files if the storage space is full.

Repeat Observations: Select Yes or No option to determine whether to turn on to
record a single observation.

Store Location: Internal Storage, External Storage.

Assigned Storage: The assigned memory size of current thread(for example, Record
1) is 10000MB

Observer: Enter the name of observer.

Observer Agency: Enter the name of observer agency.

FTP Push: Decide whether to push the stored files to the FTP server of your choice.
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Tap button to save the settings and back to the Log Settings screen. Also, users can
click to abandon the changed settings and back to Log Settings screen.

Note — To modify data logging parameters, make sure the data logging session is switched off.

To switch on or off ANY data logging session, tap the ON or OFF button on the right of the

required session.

To delete the recorded files of ANY data logging session, tap the Clear button on the right of

the required session.

To delete the recorded files of ALL data logging sessions, tap the Clear ALL Accounts button.

5.4.2 FTP Push Settings Submenu

Use this screen to configure the receiver to push stored files to the FTP server of your choice.

Only files that are configured to use FTP push are transmitted.

FTP Push Settings x

Record Info

Server ID Server IP Remote Directory Server Description Modify
1 192.168.3.72 Irepoifirst fip server 1
2 192.168.3.72 Irepolsecond flp server 2
3 192.168.3.72 Irepoithird fip server 3

Tap Moadify button on the right of the required FTP server and the FTP Push Settings screen

appears:
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CIFTP Push Settings 8
Server IP: [192.168.3.72
Port: (21
Remaote Directory: :Ireporfirst
Local directory: |/mntirepo_3225304
Server Description: ffip server 1
User Name: ftpuser1

Fl-asswﬂrd sEessmssasn

Do

5.4.3 FTP Push Log Submenu

Shows the related information about the recorded filed that be pushed. And users can tap

Clear Ftp Send Log button in the upper right corner to clear the log of FTP Push operations.

FTP Push Log x

Record Info

= Clear FTP Push Log

Server ID Push File File Size Push Time Push Successful Or Not

20~ Page 1 of1 (] Displaying 0 to 0 of 0 items

5.4.4 Data Download Submenu

In this submenu, users can download the data files that recorded in the internal storage

through the internal FTP site.

1. Click this submenu, and then the log on dialogue box will prompt you to enter a user

name and password:
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Signin
ftpi//192.168.1.1
Your connection to this site is not private

Username

Password

The default logon account for the internal FTP site is:
» User name: ftp
» Password: ftp
2. Click the directory named as “repo” to view and download the files currently stored

on the receiver:

Index of /

Name Size Date Modified
| Swstem Volume Information 8/9/19, 10:28:00 PN
repo 3225804/ 7/16/19, 1:17:00 PM

3. Tofind the file need to be downloaded, click the name of data logging session = the

date of file that be recorded - the format of the file - the name of the target file.

Index of /repo 32235804/

%) [parent directory]

Name Size Date Modified

|| push log/ 7/16/19, 1:17:00 PM
l record 1/ 8/15/19, 10:22:00 AM
|y record 2/ 7/16/19, 1:17:00 PM
| record 3/ 7/16/19, 1:17:00 PM
| record 4 7/16/19, 1:17:00 PM
l record 5/ 7/16/19, 1:17:00 PM
| record 6/ 7/16/19, 1:17-00 PM
Ay record W 7/16/19, 1:17:00 PM
|| record &/ 7/16/19, 1:17:00 PM

4. To download a file, left-click the name of the target file > download the file

according to the prompts.

CHCNAV i73+ GNSS USER GUIDE | 2022-3 Page |54



CHCNAV

Configuring Through a Web Browser

5.5 10 Settings Menu

{} 1/0 Settings

Use the 10 Settings menu to set up all receiver outputs and inputs. The receiver can output
CMR, RTCM, Raw data, Ephemeris data, GPGGA, GPGSV, on TCP/IP, UDP, serial port, or
Bluetooth ports.

5.5.1 10 Settings Submenu

The following figure shows an example of the screen that appears when you select this

submenu. (serial port setting is reserved menu)

1/0 Settings x
Type Description Qutput . Connection Status Modify
1 RTK Client 211144 118 5:2102 = Unconnected [ Connect | disconnecting || petst |
2 | TCPIUDP_Client!/NTRIP Serverd 192.168.3.18:0900 - Unconnected [ Connect || isconnecting || Dot |
3 TCPIUDP_Client/NTRIP Server2 192.168.3.18:0901 = Unconnected [ Connect || pisconnecting || pota |
4 TCPIUDP_Clienty/NTRIP Server3 192.168.3.18:9002 = Unconnected [ Connect || raconnecting || peu |
5 | TCPIUDP_Client4/NTRIP Serverd 192.168.3.18:9903 = Unconnected | Connect || pisconnecting | petail |
6  TCP/UDP_ClientS/NTRIP Server5 192.168.3.18:9904 = Unconnected ||@
7 | TCPIUDP_Client6/NTRIP Servers 192.168.3.18:9905 — Unconnected ||
i TCP Server/NTRIP Casterd 9901 - Closed [ connect | isconnectig | petan |
9 TCP Server/NTRIP Caster2 9902 = Closed [ Connect || iaconnecting || peta |
10 TCP Server/NTRIP Caster3 9903 - Closed [ Connect || Diaconnecting || Dot |
11 TCP ServerNTRIP Casterd 9904 = Closed [ Connect || Disconnecting || Dot |
12 Serial Port 115200 =
13 Blustooth GNS5-3225804 GPGGASS,
14 Radio 456 0500MHz =

In this submenu, users can configure 6 types of input and output settings.
1. RTK Client

After configuring the settings of RTK client, users can log on CORS or APIS. Tap the Connect
button to the right - the /0 Settings screen will appear - choose one of the connection
protocols among the NTRIP, APIS BASE, APIS_ROVER and TCP - configure the related

parameters - click to log on CORS or APIS.

» Connection Protocol: NTRIP
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CIRTK Client x|

Connection Protocol:  NTRIP w

Server IP: [211.144.118.5 |

Port: [2102 |

Maount Point: | asd v | w7 Get

User Name: [zc |

Password: [zc |

& contm [ 5 aaer

» Connection Protocol: APIS_BASE

CIRTK Client x|

Connection Protocol: | APIS_BASE w

Server IP: [111.111.111.1 |

Port: 9901 |

Differential Data:  OFF W

 contm | 5o

» Connection Protocol: APIS_ROVER

CIRTK Client %]

Connection Protocol:  APIS_ROVER v

Server [P [210.14.66.58 |

Port: (9902 |

Base ID: 1019923 i

 conm 5201

» Connection Protocol: TCP
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CRTK Client x|

Connection Protocol:  TCP

Server IP:  [201.255.122.215 |

Port: 9902 |

2. TCP/UDP_Client/NTRIP Server

Tap the Connect button on the right of required TCP/UDP Client - the /O Settings screen will
appear - select the connection protocol from TCP, UDP,NTRIP1.0 and NTRIP2.0 - enter the

IP and Port of the target server - configure messages that you want to output to the target

server - click to save and complete the connection.

» Connection Protocol: TCP

CITCPIUDP Client
Auto connect: | Connection Protocol: TGP .
Server IP: [192.168.3.18
Port: 9900
Differential Data: OFF
Raw Data: OFF S HCPPP Data: OFF

HRC Data: |OFF

GPGGA. OFF , GPGSV. OFF
GPRMC: OFF 5 GPZDA: COFF
GPGST. OFF v GPVTG: OFF
GPGSA: OFF
Retransmit: RTK OFF
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» Connection Protocol: UDP

l CITCPIUDP Client (]

Auto connect: || Connection Protocol:  |UDP ~

ServerIP:  |192.168.3.18
Port: 9900

Differential Data- CQFF v
Raw Data.  OFF v HCPPP Data.  OFF ~
HRC Data: OFF v
GPGGA OFF > GPGSV.  OFF v
GPRMC: OFF ~ GPZDA: |OFF -
GPGST. OFF v GPVTG: |OFF w
GPGSA:  OFF v
Retransmit:  RTK ~| |OFF ~

» Connection Protocol: NTRIP1.0

CITCP/UDP Client
Auto connect: [ Connection Protocol:  NTRIP1.0 v
Password: Port: 9900
MountPoint | | Differential Data: | OFF v
Raw Data: |OFF v HCPPP Data: OFF v
HRC Data: |OFF w
GPGGA: OFF v GPGSV: |OFF v
GPRMC: |OFF ~ GPZDA. OFF v
GPGST. |OFF ~ GPVTG. OFF ~
GPGSA: |OFF v
Refransmit:  RTK v| |oFF v
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» Connection Protocol: NTRIP2.0

CITCP/UDP Client

Auto connect:

Server IP:

Password:

Mount Point:

Raw Data:

HRC Data:

GPGGA

GPRMC:

GPGST:

GPGSA:

Retransmit:

192 168318 |

OFF ~

OFF ~
OFF ~
OFF w
OFF ~
OFF v
RTK ~  |OFF ~

Connection Protocol:

User Name:

Port:

Differential Data:

HCPPP Data:

GPGSV:

GPZDA:

GPVTG:

NTRIF2.0 v
link_a |
9900

OFF

OFF

OFF

OFF

w

~
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Tap the Connect button to the right of required TCP Server/NTRIP Caster—> the 10 Settings

screen will appear - select one of the connection protocols between NTRIP and TCP -

configure the other related parameters - click to save the settings and open the

server.

» Connection Protocol: TCP

CITCP Server/NTRIP Caster a

Auto connect J Connection Protocol: | TCP

Port: 19901
Differential Data:  OFF » Raw Data: OFF
HCPPP Data: OFF HRC Data: OFF
GPGGA: OFF '- GPGSV:  OFF
GPRMC: |OFF GPZDA: OFF
GPGST: |OFF GPVTG: |OFF

GPGSA: OFF

Retransmit:  RTK 3 OFF
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» Connection Protocol: NTRIP

C2TCP Server/NTRIP Caster

9]

Auto connect: ||

UserMame: [

. Pot i ]
Differential Data: CFF v
HCPPP Data: |OFF ~
GPGGA: COFF v
GPRMC: |OFF ~
GPGST. OFF ~
GPGSA: OFF v
Refransmit  RTK v| [oFF v

Connection Protocol:

Password:

Mount Point.

Raw Data:

HRC Data:

GPGSV:

GPZDA:

GPVTG:

OFF v

OFF v
OFF v
OFF v
OFF v
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4, Bluetooth

Tap the Settings button to the right of Bluetooth - the Bluetooth Set screen will appear -

configure the messages that you want to transmit through Bluetooth = click & Confirm R

save the settings and start to transmit.

@ Bluetooth Settings

Differential Data:

HCPPP Data:

GPGGA

GPRMC:

GPGST.

GPGSA:

OFF

OFF

5s

OFF

OFF

OFF

Raw Data.
HRC Data:

GPGSV:
GPZDA

GPVTG!
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5.6 Module Setting Menu

Use this menu to check module information, configure WiFi, bluetooth, radio related settings.

ap -
S8 Module Setting

»  WiF
¥ Blustooth Settings

» Radio Settings

5.6.1 Description Submenu

Use this submenu to check the information of WiFi module, bluetooth module and radio

module.
Description x
WI-FI Information . )Ie Radio Information
Power Status. ON Radio Type. Integrated TR Radio

Wifi Mode.  Access Point Radio Power. 1w

MAC: 50:72:24:60:c7:70 OTA Baud Rate: 9600
Access Point Details Radio Frequency. 456.0500MHz
SSID. GNSS-3225804 Radio Protocol: CHC
Encryption Type. WAP Radio Frequency Channel. Full Range
Password. 12345678 Frequency Range. 410MHz—-470MHz

5.6.2 WiFi Submenu

Use this submenu to turn on/off WiFi function and modify password.
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Power Status: ON [+ OFF

Auto Start: @ Yes () No

Wifi Mode: | Access Paint

SSID: [ GNSS-3461666

5.6.3 Bluetooth Settings Submenu

Use this submenu to turn on/off bluetooth function and modify PIN number.

| Bluetooth Settings = '

= Bluetooth Setiings

Local Name. GNS55-3225804

MAC Address. 50:72:24:60:CT:6F

PIN: I1234

[ save

5.6.4 Radio Settings Submenu

Use this submenu to turn on/off radio function and configure radio parameters.
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Radio Settings

Radio Status: ON m

Auto Startt @ Yes () MNo

Radio Protocol: _DHG
Channel Bandwidth - |25 ~ E(kHZ}
OTABaud Rate: TQEQB
Radio Power. |1W
G Eroncey: |1 B _' 456.0500 (410MHz--
-470MHz)

5.7 Firmware Menu

Use this menu to check the current firmware information, download the system log, update
the receiver firmware, download or update the configuration file and register the receiver,

and more:

€ Firmware

¥ Hardware Version

» Config File

b System Log

b User Log

»  Firmware Update

» GMNSS Board Upagrade

¥ GNSS Registration
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5.7.1 Firmware Info Submenu

Use this submenu to check the current firmware information. The following figure shows an

example of the firmware information.

Firmware Info. =

Firmwara Version. 2.3.42
Firmwara Release Time: 20220224 _4e5701f

5.7.2 Hardware Version Submenu

Use this submenu to check the hardware information, including main board version and core

board version:

_ Hardware Version *
Main Board: 1.7.2
Core Board: 1.7.2

PN:  A10675430007060005

Board Firmware "u"ersiorT 51893
MNumber:

5.7.3 Config File Submenu

Use this submenu to update Configuration File.

Config File =

Download Configuration File : [l LR

Update Configuration File: [Sl=I0 E

5.7.4 System Log Download Submenu

Use this submenu to download the system log of the receiver.
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System Log =

System Log Type: :Firmwar& Log

¥, Download

5.7.5 User Log Submenu

Use this submenu to download the user log. Tap Download to download current user log;
Tick items that you want to see on the user log and tap confirm button to confirm selected

user log.

User Log =

Download User Log: &, Download

iIs User Log settings

System Starting Time |« Wi-Fi Status

External Power Remaoved |#| Bluetooth status
Satellites Tracking Status Changed |  CORS and APIS states
TCP Client Connection |#| 3g Connection status
TCP Client Disconnect

Observation Recording Start and End

FTP file pushed

Email alert time

5.7.6 Firmware Update Submenu
Use this submenu to load new firmware to the receiver across the network. Tap the Browse

button to locate the upgrade file = tap Confirm button to confirm the selected upgrading

file and start upgrading.
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Firmware Update =

Upgrade File: [ER=1TE

3 arovse

Notes

e |t may take about 3 or 4 minutes to complete the firmware upgrading. Do not touch
the power button or unplug the power until the upgrading process finishes, or

damage will be caused to the receiver.

o The receiver will restart after the firmware upgrading is done, so users need to
reconnect the receiver with your computer via Wi-Fi, and then log-in the receiver

through a web browser to continue the configuration.

5.7.7 GNSS Board Upgrade Submenu
Use this submenu to upgrade GNSS Board. Use this submenu to load new board to the

receiver across the network. Tap the Browse button to locate the upgrade file - tap Confirm

button to confirm the selected upgrading file and start upgrading.

GNSS Board Upgrade =

Upgrade File;
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5.7.8 GNSS Registration Submenu

Use this submenu to register the receiver. Paste or enter the registration code to the

Registration Code field - tap Registration button to complete the registration.

GNSS Registration =

Serial Number: ‘3289?0? ‘

Registration Limit: ‘ 2020-10-31 ‘

Registration Code: ‘chbNNdWUMR ‘
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